


ETTING STARTED

ccess to Server

he serial number of each radio will need to activated by the
ealer to get access to the server. This server platform directs all
alls. Selective groups can be also setup on the server to link
arious radios together. Contact your dealer for access to the
erver. There are fees to link.

nstalling SIM card

urchase a data SIM card from a local Cellular Network supplier.
ake sure the SIM card number is loaded with data beforehand.
nscrew the SIM card cover on the inside of the radio. Shift

etal holder to the left and open SIM card slot. Gently place the
IM card in the slot and align according to the shape. Close the

older and shift to the right to lock the card in place. Replace the
over and tighten screw.

ata usage will depend on the type of use and network
onnection. Average standby usage is 100 bytes per 20 seconds
nd whilst transmitting or receiving about 500 bytes per second
hich will be 3 to 4MB of data per day.

nstalling Battery Pack
lide the battery pack along the back of the radio until it closes
ith a “Click”.

Removing Battery Pack
ush the battery pack latch to release and then slide the battery
ff.

nstall the Antenna

nly use original antenna 2G / 3G / 4G, 800 to 2700MHz
1.Switch off the radio; insert the threaded end of the antenna
nto the

antenna connector on the top of the radio.
2.Screw down the antenna clockwise until it is secure.
Note: Do not use radio without antenna.

Remove the Antenna
Switch off the radio then turn the antenna counter-clockwise to
remove.

Install & Remove the headset / programming
cable

Open (unscrew) the SP / MIC cover and then plug in the
accessory firmly into the side jack.

f you want to remove the accessory, unplug it gently and close
the SP/MIC cover.

Charging the Battery

When the battery capacity runs low, the radio’s red LED will
begin to flash and a voice message “Please charge the
battery” will be heard.

The USB charging socket is located on the bottom of the
battery.

Only use the approved USB charging adaptor. The battery
can be charged whilst it is fitted to the radio or simply on its
own as depicted in the sketch below.

CHARGE TIME is approximately 6 hours from flat to full.
OPERATING TIME is approximately 25 hours with a fully
charged battery if used typically on a 5:5:90 duty cycle.

To check % battery level remaining hold in side key 3 for 2
seconds.

Note:

1.Make sure the radio is switched off during charging or the
charging time will be longer.

?.Li-ion batteries do not have memory so they can be recharged
at any time. There are a limited number of charge cycles that
the battery can handle, typically 500-700 times. To get the
maximum use of the battery, only recharge when getting flat.
If an almost full battery is recharged, the charging cycles are
not optimized.

3.When the battery charge goes flat, the radio’s LED will flash a
red light and the radio will keep reporting “Please charge the
battery”.

BASIC OPERATION

Power On/Off

e Press down the the Power Knob (also called Volume Knob) for
3 seconds to switch ON the radio; After 7 seconds the LED will
light Green showing that the radio is powering up. After another
18 seconds a “Welcome” announcement will be made. After a
further 10 seconds the radio will announce its ID number and
Group number.

¢ LED indicator will flash every 5 seconds when in active standby
mode.

e To power OFF, press down the Power Knob (also called Volume
Knob) for 3 seconds. The radio will announcing “Shutting down”.

e To check the radios ID number press side key 2.

f there is a problem connecting to the network or no data available in

the SIM card the radio will announce “Network Unavailable”.

Adjust the Volume

Turn the power volume knob to increase or decrease the volume.

Select a Group
Turn the Group Selector Knob a single step to enter group
e selection mode.
Select a group by turning knob and press the side PTT button to
e confirm the group. The radio will announce which Group number
it has entered.
Check with your dealer about setup of which radios should be
lassigned to different groups.
To check the group number currently in press side key 3

Select a Single Call

Hold in side key 2 for 3 seconds to enter single call selector
e mode.

Turn the Radio Selector Knob on the top of radio to choose

which

radio ID to enter a single call mode with and press the side PTT
button to confirm the radio. The target radio will announce that it
has entered a single call with your radio ID number.

¢ To exit single call hold in side key 2 for 3 seconds or turn the
Group Selector Knob to choose a different group.

Transmit

Keep pressing down the PTT key and speak directly into the
microphone (MIC). Hold the radio about 2.5cm to 5cm from your
mouth. The radio should be held so that the antenna is vertical.
A RED LED will indicate transmitting and a beep tone will be
sounded before and after transmission.

A “network busy” announcement will be made if the radio is busy
receiving. Wait until message is finished before transmitting.

Receive

Release the PTT key to receive a call and adjust the volume if
needed. A beep tone will be sounded before and after receiving.

If sound quality is not good, reset the radio by switching off and on
again.

SOS
Hold in the top side key 1 for 2 seconds to send an SOS message
to the Dispatcher computer.

Dispatcher

Once the dispatcher software and user name is provided, the
dispatcher will be able to call groups, selected or single radios.
Each radio GPS location will be shown on the map and a track
ican be recalled showing a radios recent route.

|iroub|eshooting |

No power.

e The battery pack may be dead.
Recharge or replace the battery pack

e The battery pack may not be installed
correctly. Remove the battery pack
and install it again.

Battery Capacity

4400mAH

Battery Operating Time
Average

25 hours on 5:5:90 duty cycle

Charge Time: USB

6 hours

Data Usage Standby

100 bytes per 20 seconds

Battery power dies
shortly after charging.

® The battery pack life is finished.
Replace the battery pack with a new
one.

Date Usage Transmit
/ Receive

500 bytes per second

Average Data Use Per
Day

3-4MB

Cannot talk to or hear
other members in your

group.

® Make sure you are using a SIM card
with data loaded and a network is
available in the area.

e Reset the unit to locate the network
again.

Max RF Power

23dBm — 25dBm

Receiving Signal Sensitivity

-106dBm

Rating Water / Dust proof

IP54

Specification

Frequency Range

FDD/LTE :B1-2100MHz , B3— 1800MHz,
B5—-850MHz , B8 —900 MHz

WCDMA : B1

CDMA2000 : 1 x EVDO BCO RevA
CDMA: 1 xBCO

Max Groups

50

Working Voltage

3.3V -4.20V : 3.8V

Operating Temperature
Range

—-30C~ +80C

Dimension excl Antenna
(LxWxH)

130mm x 60mm x 40mm

Weight (including
Antenna and Battery)

250g




